
Fluorescent Pigments
Vibfast Products & 
Applications



Product List
• IRIS GLOWTECH VFPA SERIES (Formaldehyde Free)
• IRIS GLOWTECH VFWB SERIES
• IRIS GLOWTECH VFSB SERIES
• IRIS GLOWTECH VFWS SERIES
• IRIS GLOWTECH VFOS SERIES
• IRIS GLOWTECH VFPD SERIES (Formaldehyde Free)
• IRIS GLOWTECH VF51 SERIES (Formaldehyde free)



Applications
Paints

Plastics

Textiles

Inks

PVC

Wax
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IRIS GLOWTECH VFPA SERIES (Formaldehyde Free): Thermo-Plastic Polyester Base

A formaldehyde-free, high strength, economical polyester based fluorescent colorants recommended for 
master batch manufacturer and other general- purpose plastic applications.

Characteristics:

Applications:

• Coloring of Polymers like HDPE, PP, PS, Plastics etc.

• Master batches made with pigments can be used for Extrusion, Blow molding, Injection molding etc. 

Standard ValueParameters

0.45 – 0.55 Gm/ccBulk Density

75° C – 85° CMelting Point

Coarse PowderAvg. Particle Size

240° CThermal Stability



IRIS GLOWTECH VFWB SERIES: Water Base
These are thermoplastic fluorescent pigments, These are especially useful for water based systems.
Can be used where customers are looking for better storage stability for aqueous based systems. .
Characteristics:

Applications:
• In Textile field (textile printing)
• In oil and water-based Silk Screen inks
• Poster / artist Colors
• Aqueous based Flexo and Gravure Printing Inks
• Aqueous based Aerosol Paints.
• Paper Coatings

Standard ValueParameters

0.25 to 0.35 Gm/ccBulk Density

130° C – 140° CSoftening Point

3.5 µm to 4.5µmAvg. Particle Size

50 -60 gm/100 gm of PigmentOil Absorption Value



IRIS GLOWTECH VFSB SERIES: Solvent Base

These are Thermoset type, applicable for system where high solvent resistance is required. These are insoluble and only 
dispersible in great number of solvents and specially designed for use in formulations for coatings, paint & inks where strong 
solvents and heat is use. These pigments have superior light fastness, Solvent resistance and heat migration in PVC.
Characteristics:

Applications:
• Paints
• Flexo and Gravure Printing Inks
• Solvent based Silk Screen Inks
• Aerosol Paints
• Textile Printing 
• PVC Balls / PVC Sheeting

Standard ValueParameters

0.32 to 0.36 Gm/ccBulk Density

160° C – 170° CSoftening Point

3.5 µm to 5.0 µmAvg. Particle Size

230° CThermal Stability



IRIS GLOWTECH VFWS SERIES: Water soluble pigments

A formaldehyde-free, high strength, economical polyester based fluorescent colorants recommended for  
water based ink applications

Characteristics:

Application:

• Water Based Inks

• Highlighter pens

Standard ValueParameters

0.40 to 0.50Bulk Density

75°C to 85°CMelting Point

Coarse ParticlesAvg. Particle Size



IRIS GLOWTECH VFOS SERIES: Solvent Base-Formaldehyde base
VFOS series is a thermoplastic type fluorescent colour having exceptional colour strength, applicable for
systems where solvent solubility is required. They are soluble in a large number of solvents and specially
designed for use in formulations for coatings, paints & inks. These colorants are specially designed for use in
formulations, where a glossy finish is required on the substrate.
Characteristics:

Application:
• Aluminum Coatings
• Painting & Coatings
• Jari Sarees
• Solvent based Silk Screen Inks
• Flexo Gravure Printing Inks

Standard ValueParameters

0.45 to 0.55 Gm/ccBulk Density

100° C – 105° CSoftening Point

Coarse ParticlesAvg. Particle Size

200° CThermal Stability



IRIS GLOWTECH VFPD SERIES (Formaldehyde Free): Fluorescent Dispersion 

Fluorescent Dispersions are very finely dispersed Formaldehyde Free fluorescent pigments. It gives very clear, 
bright fluorescent colours with long term improved light stability to conventional fluorescent pigment

Characteristics:

Application:

• Textile Printing

• Water Based Coatings

Standard ValueParameters

1.0 to 1.08 Gm/ccSpecific Gravity

49 ± 2Solid

6.75 to 8pH

15-35 SecViscosity by B4 Cup @25°C



IRIS GLOWTECH VF51 SERIES (Formaldehyde free)

Formaldehyde free polyamide based fluorescent colorants with good thermal & light stability.
It is designed for use in plastics

Characteristics:

Application:

• Coloring of Polymers like HDPE, PP, Plastics etc.

Standard ValueParameters

0.20 to 0.30Gm/ccBulk Density

125° C – 135° CMelting Point

3.5 to 4.5 µmAvg. Particle Size

260° CThermal stability



Contact Us
Address :

Corporate Office : 

B1/801-806,8th Floor, "PALLADIUM",

B/h Divyabhaskar Press, 

Nr. Vodafone House, Corporate Road, Prahladnagar, 

Ahmedabad - 380 015. Gujarat State, INDIA.

Tel: +91-9825006008

Email id: amit@vibfast.com , shimona@vibfast.com

Website: www.vibfast.com


