®

4
M VIBFAST PIGMENTS PVT. LTD.

TECHNICAL DATA SHEET
PRODUCT INFORMATION
Chemical Name Nickel Antimony Titanate
Chemical Formula (Ti.Ni.Sb)O,
Colour Index Pigment Yellow 33
C.L No 77788
CAS No. 8007-18-9
EINECS No. 232-353-3
PHYSICAL DATA
Appearance Yellow Powder
Apparent Density (g/cc) 0.70 -0.80
Specify Gravity (g/cm) 4.50 Approx.
Moisture Content (%) 0.5 Max
Water Soluble Matter (%) 1.0 Max
Oil Absorpticn (% by wt.) =5
Mediemn Particle Diameater (jum) 2.5 Max
Residue on 45//m sieve (% by wt.) 0.1 Max
pH of 1% Solution 7.0-9.0
REGULATORY INFORMATION
Germany BfR recom. IX Complies
AP 89/1 Complies
USA (FDA) 21 CFR & 178.3297 Listed
Toys Europe EN 71.3 Complies
Toys USA ASTM F 963-03 Complies
CONEG, EC 94/62 Complies
RoHS, 2002/85/EC, 2005/618/EC Complies
End of Life Vehicles Complies

2000/53/EC. 2002/525/EC

STANDARD PACKAGING

25 Kg paper bags with LDPE liner ingide
Packing / Palletisation can be altered & offered based on request

PIGMENT YELLOW 53

MASS TONE TINT TONE
FASTNESS PROPERTIES
Heat Resistance so0'c

Solvent Resistance * 5
Acid Resistance ** 5
Alkali Resistance ** 3
Light Fastness *** 8

Weather Fastness ™™™ §

* Solvent iz added to the pigment and assessment on grey
scale is done as per DIN EN 150 20105-A02 (1-Severe; 5-
No Degradation)
** Arid reeistance ie teested by adding 10% hydrochloric
arcid emd 10% sodium hydrovide to the pigment
*** Light fastness is tested in an alkyd system and
ussessmenl dene using wool scale us per DIN EN 18O
105-B01 (8 - Extremely good)
w#x* Weather fastness is tested in waterbome acrylic resin
system and assessment done using grey scale as per DIN
EN 150 20105-A0Z2 after 2000 hours of accelerated
wecathering.

CHEMICAL INVENTORY STATUS

Listed in the following national chemical inventories:

AICS (Rustralia), DSL (Canada), ECL (Korea), EINECS
(Europe), IECSC (China}, MITI (Japan), NZIoC (New Zealand),
PICCS (Philippines), TSCA (USA).

TOXICITY

Least toxic and a safe pigment for industrial applications. It is
ecologically non- hazardous and does not create any skin or
eye lritation.

APPLICATION AREAS

RP'VC, Polyolefins, Engineering Resins, Ceramics, Paints and
Powder Coatings ete.,
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